
The Tewis compact CO2 unit that best meets retail needs. Its optimized design and dimensions make installation 
and maintenance easier. Its features ensure high performance and signi� cant energy savings for medium-sized 
supermarkets and small industrial applications.

SMART RACK
THE PERFECT COMPACT CO2 UNIT FOR RETAIL

» FOOD RETAIL (convenience store)

» SUPERMARKETS

» COLD STORAGE WAREHOUSES

» WORK ROOMS

» INDUSTRIAL APPLICATIONS

RETAIL

Pro� tability and Energy Savings.

100% CO2 = minimal environmental footprint.

Compact and simple design, only 84 cm wide.

Up to 6 compressors.

K65 copper connections.

Wide range of optional features available.

Remote control (accessible from anywhere).

Ease of commissioning and maintenance.

COOLING POWER:  40 to 130 kW

APPLICATIONS:  400 to 1.500 m2.  MT / LT

TEWIS, sustainable refrigeration against climate change, designed and manufactured in Spain, marketed worldwide. 2025 [v.1]
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With compact dimensions and a width of 84 cm, the Smart Rack is the most comprehensive option for supermarkets undergoing retro� ts, increasing the sales � oor possibilities. 

Additionally, its design allows easy access to all machine components, signi� cantly reducing installation and maintenance times and costs
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840Chasis SR5 = 2976          Chasis SR6 = 3679

• Tubular chassis.

• Oil separator and accumulator.liquid 

receiver of 120 / 160 l.

• Up to 6 compressors.

• Frequency inverter for the � rst MT 

compressor (standard in LT).

• Electronic refrigerant level sensors.

• All connections made of copper. • Tewis.

• Danfoss.

• Carel.

• Wurm.

STANDARD EQUIPMENT

AVAILABLE DRIVERS

• Parallel compressor

• RHX (Heat Recovery Exchanger)

• IHX (Internal Heat Exchanger)

• Dual bypass valves for gas and 

high pressure

• Emergency unit (supplied)

• Desuperheater (supplied)

• 10” touchscreen TMS 

(Tewis Machine Supervisor)

• Enclosure• BITZER.

•  MP (MT Suction): 52 bar.

•  LP (LT Suction): 30 bar.

•  IP (Receiver and Liquid Line): 70 bar.

•  HP (Discharge): 120 bar.

AVAILABLE OPTIONS

COMPRESSORS

AVAILABLE OPTIONS

Carrer de Sir Alexander Fleming, 7 _ 46980 Paterna (Valencia) ES.     Tel.: (+34) 96 313 42 02     www.tewis.com     info@tewis.com

MODELS & DATA

BASE CODE APP. MT CAP. KW* LT CAP. KW* MT CAP. KW* LT CAP. KW* MT CAP. KW* LT CAP. KW* MT COMPRESSORS IT COMPRESSORS LT COMPRESSORS

GSR2FJ_093YQX MT 93,20 — 86,67 — 73,38 — 1x 4JTE-15Z (INV) + 2x 4JTE-15Z 1x 4MTE-10Z (INV) —

GSR2FJ_041YQX MT 114,84 — 106,94 — 90,60 — 1x 4HTE-20Z (INV) + 1x 4FTE-20Z 1x 4JTE-15Z (INV) —

TSR2FJ_092XQX MT+LT 64,00 4,70 59,03 4,70 49,10 4,70 1x 4HTE-20Z (INV) + 1x 4FTE-20Z — 1x 2KSL-1Z (INV)

TSR2FJ_086YQX MT+LT 76,56 4,70 70,75 4,70 59,03 4,70 1x 4HTE-20Z (INV) + 2x 4HTE-20Z — 1x 2KSL-1Z (INV)

TSR2FJ_439YQX MT+LT 69,26 11,28 63,45 11,28 51,73 11,28 1x 4HTE-20Z (INV) + 2x 4HTE-20Z — 1x 2KSL-1Z (INV) + 1x 2KSL-1Z

TSR2FJ_311XQX MT+LT 37,71 14,38 33,59 14,38 25,76 14,38 1x 4MTE-10Z (INV) + 2x 4KTE-10Z — 1x 2JSL-2Z (INV) + 1x 2JSL-2Z

TSR2FJ_128XQX MT+LT 48,68 18,62 43,71 18,62 33,77 18,62 1x 4HTE-20Z (INV) + 1x 4FTE-20Z — 1x 2HSL-3Z (INV) + 1x 2HSL-3Z

TSR2FJ_364XQX MT+LT 84,22 18,62 76,68 18,62 61,63 18,62 1x 4HTE-20Z (INV) + 2x 4FTE-20Z — 1x 2HSL-3Z (INV) + 1x 2HSL-3Z

TSR2FJ_193YQX MT+LT 80,47 22,11 72,92 22,11 57,88 22,11 1x 4HTE-20Z (INV) + 2x 4FTE-20Z — 1x 2GSL-3Z (INV) + 1x 2GSL-3Z

TSR2FJ_444YQX MT+LT 43,81 28,25 38,54 28,25 27,86 28,25 1x 4JTE-15Z (INV) + 2x 4HTE-20Z — 1x 2FSL-4Z (INV) + 1x 2FSL-4Z

TSR2FJ_088YQX MT+LT 73,80 28,25 66,26 28,25 51,21 28,25 1x 4HTE-20Z (INV) + 2x 4FTE-20Z — 1x 2FSL-4Z (INV) + 1x 2FSL-4Z

TSR2FJ_089YQX MT+LT 80,94 4,70 74,79 4,70 62,45 4,70 1x 4HTE-20Z (INV) + 1x 4HTE-20Z 1x 4MTE-10Z (INV) 1x 2KSL-1Z (INV)

TSR2FJ_090YQX MT+LT 64,98 12,90 59,38 12,90 48,07 12,90 1x 4JTE-15Z (INV) + 1x 4HTE-20Z 1x 4MTE-10Z (INV) 1x 2GSL-3Z (INV)

TSR2FJ_490YQX MT+LT 58,07 14,38 52,86 14,38 42,29 14,38 1x 4JTE-15Z (INV) + 1x 4JTE-15Z 1x 4MTE-10Z (INV) 1x 2JSL-2Z (INV) + 1x 2JSL-2Z

TSR2FJ_489YQX MT+LT 70,08 14,38 63,93 14,38 51,59 14,38 1x 4HTE-20Z (INV) + 1x 4HTE-20Z 1x 4MTE-10Z (INV) 1x 2JSL-2Z (INV) + 1x 2JSL-2Z

TSR2GJ_001ZQX MT+LT 62,18 6,79 56,97 6,79 46,89 6,79 1x 4MTE-10Z (INV) + 2x 4MTE-10Z 1x 4MTE-10Z (INV) 1x 2MSL-07Z (INV) + 1x 2MSL-07Z

TSR2GJ_002ZQX MT+LT 69,70 11,28 63,54 11,28 51,64 11,28 1x 4MTE-10Z (INV) + 2x 4KTE-10Z 1x 4MTE-10Z (INV) 1x 2KSL-1Z (INV) + 1x 2KSL-1Z

TSR2GJ_003ZQX MT+LT 104,83 14,38 96,81 14,38 79,75 14,38 1x 4JTE-15Z (INV) + 2x 4HTE-15Z 1x 4JTE-15Z (INV) 1x 2JSL-2Z (INV) + 1x 2JSL-2Z

TSR2GJ_004ZQX MT+LT 115,85 22,11 106,35 22,11 86,50 22,11 1x 4HTE-20Z (INV) + 2x 4HTE-15Z 1x 4HTE-20Z (INV) 1x 2GSL-3Z (INV) + 1x 2GSL-3Z

MT Evaporation Temperature: -8ºC/LT Evaporation Temperature: -32ºC/Ambient Temperature: +35ºCMT Evaporation Temperature: -8ºC/LT Evaporation Temperature: -32ºC/Ambient Temperature: +35ºC

MT Evaporation Temperature: -8ºC/LT Evaporation Temperature: -32ºC/Ambient Temperature: +38ºCMT Evaporation Temperature: -8ºC/LT Evaporation Temperature: -32ºC/Ambient Temperature: +38ºC

MT Evaporation Temperature: -8ºC/LT Evaporation Temperature: -32ºC/Ambient Temperature: +42ºCMT Evaporation Temperature: -8ºC/LT Evaporation Temperature: -32ºC/Ambient Temperature: +42ºC


